
PHH Environmental (UK) Ltd Asbestos Register and Management Plan ** see tables 2.2 and 2.3 in Report for definitions
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2220AS38

7-003
Roof space

Under roof

covering
Sarking felt Bitumen roofing felts

Negative asbestos

sample
40SM NA NA NA NA NA NA No action not an ACM 17/03/11

H
2220AS38

7-001
GF - Kitchen Underside sink top Bitumen pad

Bitumen coatings on

metal

Discounted

material

(not sampled)

1No NA NA NA NA NA NA No action not an ACM 17/03/11

H
2220AS38

7-002
FF - Bathroom Floor

Black sheet vinyl

flooring

PVC vinyl floor tiles &

unbacked PVC flooring

Discounted

material

(not sampled)

4SM NA NA NA NA NA NA No action not an ACM 17/03/11 Wet room

Management ActionRisk ratings

24 Clarence Street, Ton Pentre, Pentre. Initial Survey Date(s) > 17/03/2011

**
A

c
c
e
s
s
ib

il
it

y

**
D

a
m

a
g

e

**
S

u
rf

a
c
e

tr
e
a
tm

e
n

t

Survey Type > Management

2220AS387

* risk assessment required prior to work. Where 'Carry Out Repairs', 'Seal', 'Encapsulate' or 'Enclose' is recommended, it is implicit that the ACM is also classified as 'Record, Manage and Monitor'. Annex II - Page No 1


