PHH Environmental (UK) Ltd Asbestos Register and Management Plan ** see tables 2.2 and 2.3 in Report for definitions

16 Gelli Fedi Rise, Brynna, Pontyclun. Survey Type > Management Initial Survey Date(s) > 21/09/2012
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2220AS74 GF - Lounge Under Iamlnated N/A No aoce§s No aoce§s 155M NA NA'NA  NA NA | NA | NA Re-evaluatf-.\ if access 16/10/23
3-004 flooring (Presumption) (Presumption) obtained
NGAROQ|2220AS74| - e A reas Ceilings ‘Artex' - 'Stipple’ | | ured coalings & - Negative asbestos 5o, |NAINAINA| NA | NA | NA | NA | NoactionnotanACM | 21/09/12
0401-1 3-001 joint compound sample
NGARO 22208874 te Al areas Ceilings ‘Artex - ‘Stipple’ | 1extured coatings & |Negative asbestos| 5o\ NAINA/NA| NA | NA | NA | NA | Noactionnotan ACM | 21/09/12
0401-2| 3-005 joint compound sample
2220AST4 & iichen | Underside sinktop|  Bitumen pad Bitumen coatings on Discounted iNo |NA/NA|NA| NA | NA | NA | NA | NoactionnotanACM | 21/09/12
3-002 metal material
. . Discounted
2220AST4] ot itohen Floor Brown vinyl ties | - /C vinyl floor tiles & material 12SM |NA'NA/NA| NA | NA | NA | NA | Noactionnotan ACM |  21/09/12
3-003 unbacked PVC flooring
(not sampled)
. . Discounted
2220AS74| b Bothroom Under carpet Grey sheetvinyl | G vinyl floor tiles & material 4SM  |NA'NA/NA| NA | NA | NA | NA | NoactionnotanACM | 21/09/12
3-006 unbacked PVC flooring
(not sampled)
2000AS74 Discounted
3-007 Roof space Under roof covering Sarking felt Bitumen roofing felts material 50SM NAINANA| NA NA | NA | NA | No action not an ACM 21/09/12
(not sampled)
. Discounted
2220AS74 External Lower brick work | Damp proof course | Diumen damp proof material 20lLM |NA/NA/NA| NA | NA | NA | NA | NoactionnotanACM | 21/09/12 Plastic
3-008 courses (not sampled)

* risk assessment required prior to work. Where 'Carry Out Repairs', 'Seal', 'Encapsulate' or 'Enclose’ is recommended, it is implicit that the ACM is also classified as 'Record, Manage and Monitor'. Annex Il - Page No 1




